.| lllinois Waterway Navigation Channel Condition Status Report 7/9/2014

Us Army Corpsa
of Engineers
Rack Iskand District

Stage & Outlook Lock & Dam llinois River Mile
T.J.O'Brien  m=——mmmemeeeeeee 326.5
Tail 539.4, Going to 539 . __RM 293.1-293.3 <
Tail @ Flat 538 —>  Lockport 2911
Des Plaines NAV Notice IW 11-61 Dredge Status:

Tail 505.5, Going to 505.5
Tail @ Flat 504.5 % Brandon Rd 285.9 No current dredging operations.

DuPage

Kankakee

Tail 486.4, Going to 486 . 2715
Tail @ Flat 482.8 —_— resden :

Channel Marker Status:

Tail 460.4, Going to 459

Tail @ Flat 458.5 > Marseilles 777" 244.5 GREENS off station RM 147.6-147.8
Fox
Tail 448.8, Going to 445 s d Rock ~--F--===mm=======-=r-- 231.1
Tail @ Flat 440.3 —> StarvedRoc :
Vermilion

Additional Risks / Concerns:

Nav Norice IW 14-18, Shoaling

Nav Notice IW 11-61, SLOW/NO WAKE

Tail 445, Going to 440.8 Peori - 157.9
Tail @ Flat 430 —> eona .

Mackinaw

\ GREENS off station.
Shoaling 200' out from

apparent GREEN buoy line,

Spoon depths to 6.7' at flat pool.
Favor center to right
Shoaling 75' out from descending bank.
apparent GREEN buoy
line, depths to 7.5' at Web Information
flat pool. Favor center
to left descending bank. . . . s
T D For additional resources including Navigation
Notices, see the link below:
La Moine NAV Notice IW 14-18 http://www2.mvr.usace.army.mil/NIC2/default.cfm
/ Favor Center to Green
Tail 436, Going to 433.2 L2G 80.2 For Hydrographic Surveys and Dredging
] aGrange  ---mmmmmmmmmmmmmmmeee- X ’

Tail @ Flat 419.6 > & Schedule, see the link below:
http://www.mvr.usace.army.mil/Missions/Navigation/H
ydrographicSurveys.aspx

21 R. Mile Min dep @ Problem ] Dredge ETA Dredge Dredge

KEY o .
& low water On: Complete

Anticipated Dredging 4, 146.5 6.7 LDB TBD Buxton Il
Groundings o
A Dredge o
-Very Likely to be Problematic at Low Water %
S
- Problem Resolved a



http://www.mvr.usace.army.mil/Missions/Navigation/HydrographicSurveys.aspx
http://www.mvr.usace.army.mil/Missions/Navigation/HydrographicSurveys.aspx
http://www2.mvr.usace.army.mil/NIC2/default.cfm
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